WHEN SPECIFIED IN THE CONTRACT, INSTALL
BACKUP SUPPORT FOR THE GEOTEXTILE
(SEE STD. SPEC. 8-01.3(9)A)

GEOTEXTILE FOR TEMPORARY SILT FENCE
(SEE STD. SPEC. 9-33.2 , TABLE 6)
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‘ 6' MAX. SPACING WITHOUT BACKUP SUPPORT
| 10" MAX. SPACING WITH BACKUP SUPPORT

ELEVATION VIEW

NOTES

1. MAXIMIZE DETENTION OF STORMWATER BY PLACING FENCE AS FAR AWAY FROM
THE TOE OF SLOPE AS POSSIBLE WITHOUT ENCROACHING ON SENSITIVE AREAS
OR OUTSIDE OF THE CLEARING BOUNDARIES.

2. INSTALL SILT FENCING ALONG CONTOURS WHENEVER POSSIBLE.

3. INSTALL THE ENDS OF THE SILT FENCE TO POINT SLIGHTLY UP-SLOPE TO PREVENT
SEDIMENT FROM FLOWING AROUND THE ENDS OF THE FENCE.

4. PERFORM MAINTENANCE IN ACCORDANCE WITH STANDARD SPECIFICATIONS
8-01.3(9)A AND 8-01.3(15).
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